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Certikin Lyon Pump

• Self priming

• Built-in pre-filter

• Polypropylene body

• Noryl impellor

• Transparent screw on lid

• Motor IP55 protection rated

• 316 stainless steel shaft
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Q (m3/h)

LP033M

LP0125M
LP0125T

LP050M

LP075M
LP075T LP0100M

LP0100T

Lyon pump - 0.33HP - 1 Phase

Lyon pump - 0.50HP - 1 Phase

Lyon pumpp - 0.75HP  - 1 Phase

Lyon pump - 0.75HP  - 3 Phase

Lyon pump - 1HP   - 1 Phase

Lyon pump - 1HP   - 3 Phase

Lyon pump - 1.5HP - 1 Phase

Lyon pump - 1.5HP   - 3 Phase

LP033M

LP050M

LP075M

LP075T

LP100M

LP100T

LP125M

LP125T

Description Price Euros  € Code

Certikin Lyon Pumps - 50Hz

Certikin Mini & Lyon Pumps

Certikin Mini Pump

• Self priming

• Built-in pre-filter

• Polypropylene body

• Noryl impellor

• Transparent screw on lid

• Motor IP55 protection rated

• Stainless steel shaft
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Q (m3/h)

NEWMP033M

NEWMP075M

NEWMP050M
NEWMP025M

Mini Pump - 0.25HP, 1Phase

Mini Pump - 0.33HP, 1Phase

Mini Pump - 0.50HP, 1Phase

Mini Pump - 0.75HP, 1Phase

NEWMP025M

NEWMP033M

NEWMP050M

NEWMP075M

Description Price Euros  € Code

Certikin Mini Pump - 50Hz
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DD

GG

FF

AA

EE

DD

CC

BB
HH

II

0.25

0.37

0.55

0.75

1.10

LP033M

LP050M

LP075M / LP075T

LP100M / LP100T

LP125M / LP125T

kW

9.7

10

12

12.5

13.5

KGCode

1/3

1/2

3/4

1

1.5

CV Volume
m3

0.059

0.059

0.059

0.059

0.059

475

475

490

490

490

A

296

296

311

311

311

B

280

280

280

280

280

C

Ø50

Ø50

Ø50

Ø50

Ø50

D

225

225

225

225

225

E

200

200

200

200

200

F

285

285

285

285

285

G

199

199

199

199

199

H

168

168

168

168

168

I

Certikin Lyon Pump Specifications
Dimensions

0.20

0.25

0.37

0.55

NEWMP025M

NEWMP033M

NEWMP050M

NEWMP075M

kW

7.9

8

8.75

8.75

KGCode

1/4

1/3

1/2

3/4

HP Intensity Relay 
Regulation

2.3

2.5

3.5

3.9

Volume
m3

0.033

0.033

0.033

0.033

438

438

438

438

A

292

292

292

292

B

260

260

260

260

C

Ø50

Ø50

Ø50

Ø50

D

180

180

180

180

E

274

274

274

274

F

208

208

208 

208

G

168

168

168

168

H

199

199

199

199

I

Certikin Mini Pump Specifications
Dimensions
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Certikin Aquaspeed Pumps

0.5HP (0.25kW) Pump

0.75HP (0.56kW) Pump

1 HP (0.75kW) Pump

1.5 HP (1.1kW) Pump

2 HP (1.5kW) Pump

3 HP (2.25kW) Pump

0.75HP (0.56kW) Pump

1 HP (0.75kW) Pump

1.5 HP (1.1kW) Pump

2 HP (1.5kW) Pump

3 HP (2.25kW) Pump

1.5”

1.5”

1.5”

1.5”

2”

2”

1.5”

1.5”

1.5”

2”

2”

1

1

1

1

1

1

3

3

3

3

3

220

220

220

220

220

220

380

380

380

380

380

12

14

20

24

14

20

24

10

12.5

18

22.5

12.5

18

22.5

7.5

11

17

20

27

32.5

11

17

20

27

32.5

4.95

9

15

18

24.5

28

9

15

18

24.5

28

7.5

13.5

17

23

26

7.5

13.5

17

23

26

7

9

15

15

7

9

15

15

5

7

12.5

10

5

7

12.5

10

5

5

AQP051N

AQP071N

AQP101N

AQP151N

AQP201N

AQP301N

AQP073N

AQP103N

AQP153N

AQP203N

AQP303N

Description
Suction &
Delivery

Phase Voltage
4 6 8 10 11 12 15 16 18

Head m3/hr Price
Euros  € 

Code

Aquaspeed Pumps - 50Hz

Features
• TUV approved
• Self priming
• Composite body - UV stabilised
• Noryl impellor
• Use: fresh water - sea water - brackish water
• Transparent screw-on lid
• Large capacity strainer basket
• Motor IP55 - class F - continuous rating
• AISI316 shaft
• Maximum water temperature 50OC
• Each pump includes 63mm and 2” unions

(0.5HP, 0.75HP, 1HP, 1.5HP 
Models also include 1.5” reducers)

• Max 69dB

NEW Warranty for Aquaspeed
3 Year warranty on wet end
2 Year warranty on motor
1 Year warranty on mechanical seal

5 10 15 20 25 30 35 40 0 
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Flowrate (m3/h) 

3.0HP 2.0HP 

1.5HP 

1.0HP 

0.75HP 

0.5HP 

6

12.5

15
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12.5

15

21

25
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Certikin Aquaspeed Pumps - Variable & 2 Speed

Certikin Aquaspeed variable speed pump
The Aquaspeed 100 Eco-V pump is the latest
addition to the already existing range of
Aquaspeed pumps. With all the features and
benefits of the renowned Aquaspeed Pump
range the new ECO-V brings variable speed
economy to an industry favourite.

The Aquaspeed 100 Eco-V is equipped with the
very latest state of the art variable speed
permanent magnet brushless motor that results
in the ability to vary the motor speed depending
on the installation which in turn varies the
water flow resulting in a reduction of energy
consumption.

Ideal for new installations or retro fit as the
connections are exactly the same as the single
speed Aquaspeed. 

The Aquaspeed 100 Eco-V pump has 3 variable
pump settings ... low speed for standard
filtration (99% of the time), medium speed for
use with automatic cleaners and high speed for
vacuuming and backwashing ... and each setting
can be programmed to ensure that the
performance is at the most efficient and
therefore cost effective.

NEW Warranty for Aquaspeed
3 Year warranty on wet end
2 Year warranty on motor
1 Year warranty on mechanical seal

Additional Information
Each pump comes complete with built on
socket unions.

The Aquaspeed pump is not compatible
with Baquacil.

3 Phase and 2 speed Aquaspeed pumps
are supplied without cable. 

Aquaspeed ECO-V 1HP Variable Speed PumpAQP100ECO-V

Description Price Euros  € Code

Aquaspeed Variable Pump - Single Phase

Two speed 1.5” suction and delivery, single phase 1.5HPAQP2151N

Description Price Euros  € Code

Aquaspeed Pumps - Two Speed Single Phase

Pu
m

ps

43

3 PRO-RATA
WARRANTY

3 PRO-RATA
WARRANTY



0.5HP (0.25KW) Pump 

0.75HP (0.56KW) Pump 

1HP (0.75KW) Pump

1.5HP (1.1KW) Pump 

2HP (1.5KW) Pump 

3HP (2.2KW) Pump 

0.75HP (0.56KW) Pump

1HP (0.75KW) Pump

1.5HP (1.1KW) Pump 

2HP (1.5KW) Pump

3HP (2.2KW) Pump 

2”

2”

2”

2”

2”

2”

2”

2”

2”

2”

2”

1

1

1

1

1

1

3

3

3

3

3

220

220

220

220

220

220

380

380

380

380

380

16.9

19.8

23.4

28.9

33.5

N/A

19.8

23.4

28.9

33.5

N/A

14

17

20.9

25.8

31

N/A

17

20.9

25.8

31

N/A

10.1

13.8

18

22.8

28.4

39.8

13.8

18

22.8

28.4

39.8

6.8

11.9

16.2

20.9

27.2

38.4

11.9

16.2

20.9

27.2

38.4

0

9.7

14.1

18.5

25.4

36.7

9.7

14.1

18.5

25.4

36.7

N/A

N/A

9.5

12.6

21

33.5

N/A

9.5

12.6

21

33.5

N/A

N/A

5.9

7.8

18.2

31.6

N/A

5.9

7.8

18.2

31.6

N/A

N/A

N/A

N/A

14

29.5

N/A

N/A

N/A

14

29.5

N/A

N/A

N/A

N/A

14.2

23.9

N/A

N/A

N/A

4.2

23.9

EUP051

EUP071

EUP101

EUP151

EUP201

EUP301

EUP073

EUP103

EUP153

EUP203

EUP303

Description
Suction &
Delivery

Phase Voltage
6 8 10 11 12 14 15 16 18

Head
Price €Code

Certikin Euroswim Pump (Powered by DAB)

Code
EUP051
EUP071
EUP101
EUP151
EUP201
EUP301
EUP073
EUP103
EUP153
EUP203
EUP303

A
542
559
559
581
655
648
559
559
581
581
648

B
300
300
300
311
311
311
300
300
311
311
311

C
245
245
245
290
290
290
245
245
290
290
290

D
257
257
257
267
267
267
267
267
267
267
267

E
265
265
265
274
274
274
265
265
274
274
274

F
220
220
220
220
220
220
220
220
220
220
220

G
150
150
150
150
150
150
150
150
150
150
150

H
317
317
317
353
353
353
317
317
353
353
353

H1
222
222
222
258
258
258
222
222
258
258
258

H2
314
314
314
350
350
350
314
314
350
350
350

I
11
11
11
11
11
11
11
11
11
11
11

L
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5

DNA
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2” 
G2”

DNM
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2”
G2” 
G2”

L
600
600
600
720
720
720
600
600
720
720
720

B
360
360
360
350
350
350
360
360
350
350
350

H
400
400
400
430
430
430
400
400
430
430
430

Packaging Dimensions

m
3 /h

r

B

H1

H

G

C

A

D

DNA

EF

H2

DNM

B

H1

H

G

C

A

D

DNA

EF

H2

DNM

• High efficiency pump for swimming pools

• Available with outputs from 0.5HP to 3HP motor

• High capacity pre-filter. 0.5-1.5HP 4 litres. 2-3HP 5 litres

• 2” suction and discharge ports reinforced with 

stainless steel rings

• Liquid temperature: up to 60 Deg C, 

Ambient temperature: up to 50 Deg C.

• Motor with reduced noise levels of 53-64 dB

• Strainer cover in clear polycarbonate to guarantee 

constant visibility through time

The Euroswim is a low noise, self-priming centrifugal pump with a

large pre-filter basket enabling the user to empty less often and

minimize maintenance. Three phase versions of the Eurowim are

all installed with high efficiency IE2 motors. 

Certikin Euroswim Pump
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Viron Pump
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The Viron Pump

The next evolution in energy efficiency
• The right size pump to suit your pool and filtration system
• Saves you money
• 8 star energy rating
• Reduce CO2�emissions
• Quiet operation
• Longer equipment Life

Most swimming pools are effectively filtered and sanitised with flow rates ranging
from 120 to 200 litres per minute. In fact they will never require more than 250
to 300 litres per minute for tasks such as cleaning the filter or vacuuming the
pool, and for these the Viron P320 eVo is ideal. However, for larger pools, multiple
Spa Jets, water features or in floor cleaning systems, a larger capacity pump may
be required. For these applications, Certikin have introduced the Viron P600 eVo, a
pump with an impressive 600 litres per minute flow rate.

Simplicity of Operation
Unlike so many complicated appliances today, Viron eVo has been carefully
designed for ease of operation. Three programmed speeds are factory preset and
will suit most pools and most applications. Each speed however, is able to be
adjusted with a simple press of an up or down button. Operation is intuitive, with
specific design input from the non IT generation to make the Viron eVo as user
friendly as possible.

The perfect match for your pool
Many factors dictate the ideal flow rate for your pool or spa. The filter often limits
the maximum flow, but so will the plumbing and other equipment installed such
as chlorinators, heaters, cleaners and water features. Each pump speed can be
changed to optimise the water flow to suit your pool shape,  cleaner type, size and
location, making the Viron eVo range of pumps the most flexible and easy to use
variable speed pumps on the market. Suction cleaners, pressure cleaners,
waterfalls, spa jets and infloor cleaning systems are all easy to cater for with Viron
eVo Pumps’ flexibility and programmability.

Energy Savings
Increasing or decreasing the speed of a pump simply changes the flow rate by the
same rate. However, the actual energy used to change the speed and flow varies
dramatically. Halve the speed of your pump and the flow rate will also halve but,
the energy consumed drops by more than 85%.  Compared to conventional single
speed pumps, the Viron eVo pump will save on operating costs.

Environmentally Friendly
The Viron eVo range takes new steps forward in environmentally friendly pumps.
In fact, a conventional single speed pump uses more energy, and is the cause of
more CO� emissions than almost any other household appliance. Viron eVo pumps
reduce energy consumption by up to 90% and effectively reduce greenhouse
emissions by up to 90% (when power supplied from coal fired power plants). But,
manufacturing a pump also contributes to greenhouse emissions. The larger the
motor, the more raw materials go into it, and the more greenhouse emissions are
used to produce the motor. We produce the right size motor for your individual
application, reducing our carbon footprint in the manufacturing process.

Built For The Tough Summer Climates
Your Viron eVo Pump is a significant investment. Each individual component is
carefully designed and selected for maximum life span in the tough climates.   
316 stainless steel hardware, robust engineering plastics and high quality silicone
seals create a pump that lasts.  Even the motor and sophisticated electronics are
carefully designed and manufactured to be easily serviced and repaired. 

Certikin is proud to release the next evolution in energy efficiency. Viron eVo Pumps are a range of fully 
variable speed energy efficient pumps to suit all pool sizes, filtration systems and your budget.

Max 600 lt/min flowVP600

Description Price Euros  € Code

Viron Pump - P600 

Max 320 lt/min flowVP320

Description Price Euros  € Code

Viron Pump - P320

Lowest annual energy cost - kW/h
Full variable speed memory
LCD speed display
Tailor speed to suit any application
Tailor to pool and cleaner
Variable priming flow rate
Selectable priming time from 2 to 120 min
4 programmable speeds per day
In built timers with speed selection
Suitable for infloor cleaning systems
Suitable for large sand filters
Large pools require extra circulation
Power factor correction
Easily serviceable motor
Fully serviceable electronics

Code

367kW/h per annum
•
•
•
•
•
•
•
•
•
•
•
•
•
•

P600

374kW/h per annum
•
•
•
•
•
•
•
•

•
•

P320

2 YEAR
WARRANTY

2 YEAR
WARRANTY
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Certikin DENVER Pump

• Self priming

• Built-in pre-filter

• Polypropylene body

• Noryl impellor

• Motor IP55 protection rated

• 316 stainless steel shaft

• 2” connections
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Q (m3/h)

DP075M
DP075T

DP050M
DP050T

DP100M
DP100T

DP200M
DP200T

DP150M
DP150T

DP300M
DP300T

Denver pump 0.50HP - 1 Phase 

Denver pump 0.50HP - 3 Phase

Denver pump 0.75HP - 1 Phase    

Denver pump 0.75HP - 3 Phase

Denver pump 1HP - 1 Phase  

Denver pump 1HP - 3 Phase 

Denver pump 1.5HP - 1 Phase 

Denver pump 1.5HP - 3 Phase

Denver pump 2HP - 1 Phase 

Denver pump 2HP - 3 Phase

Denver pump 3HP - 1 Phase 

Denver pump 3HP - 3 Phase

DP050M

DP050T

DP075M

DP075T

DP100M

DP100T

DP150M

DP150T

DP200M

DP200T

DP300M

DP300T

Description Price Euros  € Code

Certikin Denver Pumps

0.37

0.55

0.75

1.10

1.50

2.20

DP050M / DP050T

DP075M / DP075T

DP100M / DP100T

DP150M / DP150T

DP200M / DP200T

DP300M / DP300T

kW

12.5

13

14

17

19.5

22.5

KGCode

1/2

3/4

1

1.5

2

3

CV Volume
m3

0.072

0.072

0.072

0.072

0.072

0.072

250

250

250

250

250

250

A

312

312

312

312

312

312

B

2”

2”

2”

2”

2”

2”

C

280

280

280

280

280

280

D

282

282

282

282

282

282

E

140

140

140

140

140

140

F

348

348

348

348

348

348

H

565

565

565

590

605

625

L

Certikin Denver Pump Specifications
Dimensions

2 YEAR
WARRANTY



Commercial Pumps - Big Denver

Features
Certikin’s Big Denver pump range is ideal for smaller
commercial applications.
• Pump body manufactured in fibre-glass and 

mineral reinforced polypropylene and transparent 
polycarbonate cover

• 316 stainless steel shaft
• Plastic impellor
• Pre-filter capacity 8 litres
• IP55 protection rated
• Suction connection Ø90 and return 

connection Ø70 (supplied with couplings and 
metric unions)

• Self priming at 2m
• 60hZ available - please contact us. 

2.2

2.9

4

300

300

300

BDP350T

BDP400T

BDP550T

kW

3

4

5.5

HP A

160

160

160

BCode

Ø90

Ø90

Ø90

C

Ø75

Ø75

Ø75

D

368

368

368

E

320

320

320

F

264

264

264

G

431

431

431

H

713

743

743

L

22

25

27

Gross
Weight

0.12

0.12

0.12

Volume 
(m3)

Big Denver Pumps
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BDP350T

BDP550T
BDP400T

L

E

ØD
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B

ØC

A

H

G

Big Denver pump - 50Hz - 3HP - 3 phase

Big Denver pump - 50Hz - 4HP -  3 phase

Big Denver pump - 50Hz - 5.5HP - 3 phase

BDP350T

BDP400T

BDP550T

Description Price Euros  € Code

Big Denver Pumps - 50Hz
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Commercial Pumps - Hurricane

Features
• Flooded suction.
• Suitable for salt water applications.
• Available with or without pre-filters.
• Quick fit union connections.
• 316 stainless steel shaft.
• Plastic impellor on 4.0HP and 5.5HP models.
• Bronze impellor on 7.5HP, 10HP and 

12.5HP models.
• Max 80dB when working
• 316 stainless steel strainer basket 

(Pre-filter models).
• IP55 protection rated.
• Max. water temperature 40OC.
• Union connections 
• AISI 316 shaft and basket
• Plastic composite body and transparent 

polycarbonate cover

Pumps supplied with unions to be glued
(90mm for 4HP models and 110mm for all
other sizes).

Other voltages are available on request.
60hZ available - please contact us.

Certikin’s ‘Hurricane’ pump range offers all the power and performance of a traditional cast iron centrifugal pump with the added
versatility of a chemically resistant, lightweight modern plastic design.

Code

CP400S

CP550S

CP750S

CP1000S

CP1250S

H

A

ØC

D
L

ØC

B

E

F

G

H

A

ØC

D
ØC

L

B

G

F

A

375

375

375

375

375

B

255

255

255

255

255

ØC

90

110

110

110

110

D

405

405

405

405

405

F

330

330

330

330

330

G

200

200

200

200

200

H

535

535

535

535

535

L

820

840

840

910

955

43

52

55

66

72

Dimensions for Hurricane pumps
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H 
(m

.H
2O

)

CP1250S

CP1000SCP750S
CP550SCP400S

4.0HP - 3Ø - 90mm connections 230/400V

5.50HP - 3Ø - 110mm connections 230/400V

7.5HP - 3Ø - 110mm connections 400/690V

10HP - 3Ø - 110mm connections 400/690V

12.5HP - 3Ø - 110mm connections 400/690V

CP400S

CP550S

CP750S

CP1000S

CP1250S

Description

4.0

5.5

7.5

10.0

12.5

HP

2.9

4.0

5.5

7.4

9.2

kW

6.9

9.4

12.1

16.0

21.2

Amps
Price 

Euros  € Code

Hurricane Commercial Pumps With Prefilter

Weight
kg
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Commercial Pumps - Giant - 2850RPM

Giant Centrifugal Pump
Giant is a centrifugal swimming pool pump, designed
to offer high performances in water filtration and
depuration of public swimming pools.

This pump is fitted with a high capacity 
pre-filter with easy handles stainless steel basket.

On demand manufactured with special mechanical seal
for use with sea water.

Pump Body: Polypropylene 30% 
fibreglass

Filter Basket: Stainless steel AISI 304
Shaft: Stainless steel AISI 304

Mechanical
Seal: Carbon + Resin - Ceramics
Impellor: Bronze or Plastic
Motor: IE2 Rated
Waterproof: IP55
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0
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BPG1253
BPG1003

BPG403

BPG553 BPG753

m3/h

H.
m

4

5.5

7.5

10

12.5

BPG403

BPG553

BPG753

BPG1003

BPG1253

HPCode

11.1

14.2

18.0

22.1

26.1

III
230V

III
400V

III
700V

6.4

8.2

10.4

12.8

15.1

6.4

8.2

10.4

12.8

15.1

114.8

145.6

159.3

179.0

158.6

6

99.1

120.1

155.7

166.4

150.3

8

76.5

113.7

145.1

158.6

142.8

10

64.4

82.3

110.9

137.0

133.0

12

47.2

59.0

88.7

116.3

114.4

14

18.6

-

60.2

98.8

106.6

16

-

-

13.6

79.0

81.8

18

-

-

-

49.8

59.4

20

-

-

-

-

36.1

22

-

-

-

-

10.4

23

100

125

125

125

125

DNA

100

100

100

100

100

DNI

28.9

50.7

59

64.5

73.5

KG

Certikin Giant Commercial Pumps - Specifications
Head (m) / Flow Rate (m3/h)

BGP753, BGP1003 & BGP1253

Add ‘P’ to the end of the code for Plastic impellors, or ‘B’ for Bronze impellors.

4.0HP (2.2kW) - 3Ø Commercial Pump - 230/400V

5.50HP (4.1kW) - 3Ø Commercial Pump - 230/400V

7.5HP (5.6kW) - 3Ø Commercial Pump - 400/690V

10HP (7.5kW) - 3Ø Commercial Pump - 400/690V

12.5HP (9.4kW) - 3Ø Commercial Pump - 400/690V

BPG403

BPG553

BPG753

BPG1003

BPG1253

Description

Plastic (P)
Impellor

Price Euros € 

Bronze (B)
Impellor

Price Euros € Code

Giant Commercial Pumps - 2850rpm
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Commercial Pumps - Great Giant - 1450RPM

Great Giant Centrifugal Pump
The Great Giant is a centrifugal swimming
pool pump, designed to offer high
performances in water filtration and
depuration of public swimming pools.

This pump is fitted with a high capacity 
pre-filter with easy handles stainless steel
basket.

On demand manufactured with special
mechanical seal for use with sea water +
bronze impeller. 

Pump Body: Polypropylene 30% 
fibreglass

Filter Basket: Stainless steel AISI 304
Shaft: Stainless steel AISI 304

Mechanical
Seal: Carbon + Resin - Ceramics
Impellor: Bronze / Plastic
Motor: IE2 Rated 1450rpm
Waterproof: IP55

20

17.5

15

12.5

10

7.5

5
200 40 60 80 100 120 140 160 180 200 220 240

BPGG127
BPGG128

BPGG129
BPGG130

BPGG131

BPGG132

4

5.5

7.5

10.0

12.5

15.0

BPGG403

BPGG553

BPGG753

BPGG1003

BPGG1253

BPGG1503

HPCode

10.2

13.0

20.7

24.1

29.2

35.7

III
230V

III
400V

III
700V

6.2

7.9

11.9

13.9

16.8

20.5

6.2

7.9

11.9

13.9

16.8

20.5

98.8

99.9

160.8

158.4

220.8

243.0

6

81.2

89.1

152.7

152.3

204.6

231.9

8

61.1

78.3

136.6

141.5

189.2

213.8

10

39.6

64.5

119.8

126.8

169.0

197.2

12

14.9

50.4

98.0

112.3

147.2

177.1

14

-

29.8

73.5

93.3

123.7

159.1

16

-

7.8

20.9

64.1

88.1

133.5

18

-

-

-

29.6

26.7

100.4

20

-

-

-

-

-

86.5

21

140

140

140

140

140

140

Suction
mm

110

110

110 

110

110

110

Deliver
mm

57

65.5

81.6

92.1

151.6

182.0

Weight
kg

Certikin Great Giant Commercial Pumps - Specifications
Head (m) / Flow Rate (m3/h)

Add ‘P’ to the end of the code for Plastic impellors, or ‘B’ for Bronze impellors.

4.0HP (3.0kW) - 3Ø Commercial Pump - 230/400V

5.0HP (3.75kW) - 3Ø Commercial Pump - 230/400V

7.5HP (5.50kW) - 3Ø Commercial Pump - 400/690V

10HP (7.50kW) - 3Ø Commercial Pump - 400/690V

12.5HP (9.40kW) - 3Ø Commercial Pump - 400/690V

15.0HP (11.0kW) - 3Ø Commercial Pump - 400/690V

BPGG127

BPGG128

BPGG129

BPGG130

BPGG131

BPGG132

Description

Plastic (P)
Impellor

Price Euros € 

Bronze (B)
Impellor

Price Euros € Code

Great Giant Commercial Pumps - 1450rpm
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Commercial Pumps - BP Range - 3000 RPM
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3000rpm Certikin Commercial Pump Specifications - 3HP - 12.5HP

Head (m) Flow rate (m3/hr)

55

100

100

100

100

100

DNI

55

68.9

90.7

99

104.5

113.5

Weight 
Kg

Commercial Pumps - BP Range
Designed with efficiency in mind, these unique
centrifugal pumps offer quality, performance
and reliability. All models in this range have
been designed and developed primarily for the
swimming pool industry.

Features
• Designed to circulate large quantities of 

low pressure water

• High quality corrosion  resistant components

• Cast iron body (bronze available on request)

• Bronze impeller, 4HP and above. 3HP brass.

• IP55 protection rated 

• Integral strainer box

• Self priming

• Stainless steel strainer basket and shaft

• Mechanically sealed shaft

• 3000

• IE2 rated motor

Other voltages are available on request. 

3HP  (2.2kW) 3Ø commercial pump 3000rpm (FD-15) 230-400V

4.0HP (3.0kW) 3Ø commercial pump 3000rpm (FD-17) 230-400V

5.5HP (4.1kW) 3Ø commercial pump 3000rpm (FD-19) 230-400V

7.5HP (5.6kW) 3Ø commercial pump 3000rpm (FD-20) 400-690V

10HP (7.5kW) 3Ø commercial pump 3000rpm (FD-21) 400-690V

12.5HP (9.4kW) 3Ø commercial pump 3000rpm (FD-22) 400-690V

BP303

BP403

BP553

BP753

BP1003

BP1253

Description

Plastic (P)
Impellor

Price Euros € Code

3000rpm Commercial Pumps  
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Commercial Pumps - BPH Range - 1500 RPM
Designed with efficiency in mind, these
unique centrifugal pumps offer quality,
performance and reliability. All models in
this range have been designed and
developed primarily for the swimming pool
industry.

Water temperature: To 40OC
Max pressure: 2.1 Bar
Room temperature:  To 40OC
Total suction lift: To 2 Metres
Single phase: 230V
Three phase: 230/400V to
5.5HP 

400/680V from 
7.5HP - 15HP

Design improvements may invalidate the
dimensions. Latest drawings are available
on request

Features
• Integral strainer box with AISI 304
basket
• 3000 and 1500rpm motors 50Hz (60Hz
option)
• Cast iron body + impellor (bronze
available 

on request)
• AISI 316 shaft
• IP55 protection rated 
• Self priming
• Quick release strainer lid
• Flange faces are PN10 (BS4505)
compatible
Please enquire for alternative option / or
bronze body models
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1500rpm Certikin Commercial Pump Specifications - 4HP - 15HP

Head (m) Flow rate (m3/hr)

Other voltages avilable on request. 

10HP  (7.5kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-123H)

12.5HP (9.4kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-124H)

12.5HP (9.4kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-125H)

15HP  (11.0kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-126H)

4.0HP  (3.0kW) 3Ø commercial pump 1500rpm  230-400V - (FDN-127H)

5.5HP  (4.1kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-128H)

7.5HP  (5.6kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-129H)

10HP  (7.5kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-130H)

12.5HP (9.4kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-131H)

15HP  (11.0kW) 3Ø commercial pump 1500rpm 400-690V - (FDN-132H)

BPH123

BPH124

BPH125

BPH126

BPH127

BPH128

BPH129

BPH130

BPH131

BPH132

Description Price Euros € Code

1500rpm Commercial Pumps
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Submersible Pumps

Pump
• Maximum temperature: 40OC
• Discharge: 1.25” BSP
• Cable: 10m 
• For clean water 

Motor
• Power: 0.5HP
• Single Phase Voltage:

220-240/50Hz
• Class F insulation - IP58
• Channel Impellor

1Height m

Flow m3/h

2 2.5 3 3.5 4 4.5 5 5.5 6 6.5

7.2 6.5 6 5.7 5.3 4.6 3.7 3.4 2.5 1.8 1.4

7

0.8

Submersible pump with float switchSUB-1

Description Price Euros  € Code

Plastic Submersible Pump

Pump
• Maximum temperature: 50OC
• Discharge: 1.25” BSP
• Maximum immersion: 5m
• Cable: 10m 
• Maximum solid size: 10mm 

Motor
• Power: 0.33HP
• Single Phase Voltage:

220-240/50Hz
• Built in over load motor 

protector 
• Class F insulation - IP58

1.3Height m

Flow m3/h

2.4 2.9 3.7 4.5 5 5.5 6 6.5 7

9 7.5 7 6 5 4 3 2 1 0

Stainless steel pump with float switchSUB-2

Description Price Euros  € Code

Stainless Steel Submersible Pump

Pump
• Maximum temperature: 40OC
• Discharge: 1.25” BSP
• Low Suction Capability: 2-3mm
• Maximum solid size: 5mm 

Motor
• Power: 0.4HP
• Single Phase Voltage:

230/50Hz
• Built in over load motor 
protector 

3.2Height m

Flow m3/h

4.2 5.7 6 6.7 7 7.8 81 8.5 8.8 9

10 9 7.5 7 6 5 4.5 3 2 1 0

Submersible pump with float switchSUB-4

Low Suction Submersible Pump
Eurocover submersible pumpCTE1108D

Submersible Pump For Safety Covers

Anti vibration pad (fits all pumps up to 2HP)8485

Accessories
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Bulk Chemicals

T: +44 (0) 1993 700744  
E: export@certikin.co.uk

We can supply all types of swimming pool chemicals direct from our factories.
Please ask for a quotation.
• Calcium Hypochlorite granules
• Trichloroisocyanuric acid granules, - powder or tablets
• Sodium Dichloroisocyanurate granules 
• Bromine
• Water balance chemicals
• Flocculant


