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Quick Change U/W Light - PUb - 300W
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Features

« Easy bulb change

« Vertical and horizontal cable exit
« Optional AISI316 face plate

* Vandal-proof lens

] -
Certilan
The Certikin quick change underwater light is a revolution in under iy
water light design and features numerous benefits for the pool :

builder and customer alike.

The lamp holder of the light has no screws, nuts or bolts and is
held in place with a threaded ring on a new purpose-made gasket.
This means no tools are needed to change the bulb, thus reducing
the bulb changing time.

The niche is now smaller in diameter (260mm) and has an optional
vertical and horizontal cable exit allowing greater flexibility of
installation. The unit has been designed for use with the standard
PU8 sealed beam bulb and Certikin's PU11S transformer.

The niche can be fitted with a puddle flange for concrete pools, has — %
a lower front edge to aid in gunite installations and has an '.."/‘
adjustable front cover ring to allow variance in tiling and screeding
depths (300mm diameter).

The liner version comes with longer 2" screws to suit different
panel and one-piece pool thicknesses.

Finally, an optional 316 stainless steel fascia ring is available to

enhance the finish for any pool. PUB U/W nght ) 3DDW 12\/

The quick change underwater light is supplied in a full-colour
Code Description Price Euros €

printed carton for maximum shop exposure.

PUGC Concrete pool U/W light & niche - 2.8m cable

PUGL Liner & prefabricated pool U/W light & niche - 2.8m cable

SPC4756S Stainless steel facia cover plate

PUG Quick Change Replacement Internals - ‘guts” {no niche or conduit)

PU63 300W 12v U/W light quick change ‘guts’ - 2.8m cable
PU65 300W 12v U/W light quick change ‘guts’ - 5m cable
PUGS 300W 12v U/W light quick change ‘guts’ - 8m cable
PUGCN Niche & conduit only - concrete

PUGLN Niche & conduit only - liners / prefabricated pools

Cable lengths can be supplied to suit any requirements (special order POA)

Light shown with optional SPC4756S
Stainless Steel Face Plate.

4mm tolerance to allow for
’- »‘vlrimu in tiling and screeding depths.

Facsia ring.
.25 \ % 10mm overlap to provide a

- 13 « perfect finish on tiled pools.
216CRS
172.5CRS
| 1220RS 85.5 (x12) il -
0.75"BSP
[—r——
0225 .
a
&
1 / e
14
0 N — = s
] - .
2 - =
g 8 ) E
g el =
B
-4\ —
+ -
4
&
At o
211.31CRS i
244088 e |
— .
|1.5‘ 1325

Panel Mount Cut Out Details Niche & fascia Ring Light & Niche



Certikin Quick Change PU6 U/W Light - LED
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PUB Quick Change LT White LED Lights

Code Description Price Euros €
PUGCLTW LT LED concrete light & niche - white
PUGLLTW LT LED liner light & niche - white
PUG3LTW LT LED white light guts - 2.8m cable

PLOWO0800 LT LED white PAR56 lamp only (No ‘0" Ring)

PUG Quick Change LT Colour LED Lights

PUGCLTC LT LED concrete light & niche - colour change
PUGLLTC LT LED liner light & niche - colour change
PUG3LTC LT LED colour change light guts - 2.8m cable

PLQC08S00 LT LED colour change PAR56 lamp only (No ‘0" Ring)

T LED Colour Change Controls

PLBP100 Closed push button - controls 1 light

PLCB100 Control panel / receiver for colour change

PLKC300 Panel & remote control (PLAC0O800 + PLCB100 + PLRC100)
PLRC100 Remote control for control panel

Certikin Ultra Bright LT LED Lights
(Recommended for commercial pools)
The Ultra bright lamp offers greater light intensity and better PLQW0800 / PLQC0800 - Lamp only
power efficiency than the standard unit. Thanks to a new

optic the projection of light is maximised, making the most of

its intensity and reducing light loss and light pollution to a PLCB100
minimum.

Specifications

 Power supply 12v AC

 Power consumption 70W

* Qutput 4320 lumens (almost 3 times brighter
than the standard unit!)

PLRC100

PUG Quick Change LT White - ULTRA BRIGHT LED Lights

PUGCLTU Ultra bright LED concrete light & niche - white
PUGLLTU Ultra bright LED liner light & niche - white
PUG3LTU Ultra bright LED guts - 2.8m cable

PLQW0800U Ultra bright LED PAR 56 lamp only - white (No ‘0’ ring)

High intensity LED lighting.
e Environmentally friendly thanks to its long life (up to
- 100,000 hours) and high energy efficiency (uses 90% less
power than a traditional lighting system)

Specifications for PAR 56 lights

* Power supply 12v

* Power consumption 24W - white
\ « Initial output 1485 (white) lumens
RN « IPX8 protection

PLQWO0800U - Lamp only
For Transformers & Deck Boxes please see page 32



Light & Sound

Standard U/W Light - PUS - 300W

Features

Light internals ‘guts’ can be installed in older
style light niches.

Corrosion resistant front plate inserts made of
brass/nickel.

Micallef style gland inside the niche prevents
water entering the conduit.

IP68 rated built-in gland on the light housing
eliminating the need for hot melt compounds.

Locating lugs and combi housing screws make bulb
changing easier.

Threaded conduit fitting on back of niche to ease
installation.

Clip-on faceplate on liner light to cover unsightly
SCrews.

Easy to secure cover plates to finish off concrete
pool light.

Vandal proof lens

Each light should have a minimum cable run of 5
metres from the transformer to the deck box.

SPC475

SPC476

BULK

PUS U/W Light 300W 12v

Code Description Price Euros €
PUICS Concrete pool U/W light & niche - 2.8m cable
PUILS Liner and prefabricated pool U/W light & niche - 2.8m cable

PU9 Replacement Internals - ‘quts’ (no niche or conduit)

PU93S 300W 12v U/W light ‘guts’ - 2.8m cable
PU95S 300W 12v U/W light ‘quts’ - 5m cable
PU98S 300W 12v U/W light ‘guts’ - 8m cable
PU455S Niche & conduit only - concrete

PU456S Niche & conduit only - liner

Cable lengths can be supplied to suit any requirements - To order only - POA

Standard PU9 U/W Light + PUT1S Transformer + PUTON Deck Box

PU91011NC Concrete pool U/W light complete

PU91011NL Liner and prefabricated pool U/W light complete

BULK BUYS - Standard PU3 U/W Light + PU11S Transformer + PUTON Deck Box

Pack of 2 x concrete U/W lights complete -

PU91011NC/2
C/W deck box & transformer

Pack of 2 x liner U/W lights complete

RCIIINLEZ C/W deck box & transformer

Cable lengths can be supplied to suit any requirements - To order only - POA

Accessories / Spares For Certikin U/W Lights (PU9 / PUG)

PU8 300W 12v PAR 56 replacement bulb & ‘0 ring
PU8/12 Pack of 12 300W 12v PAR 56 bulb kits

SPC556C 300W 12v PAR56 bulb only (packed in boxes of 12's)
PU7 120W 12v replacement bulb PAR 56

PUISUC Underwater connector

PU15C Impact resistant lens - clear (for PUS/PUG)

SPC464 15m coil flexible conduit

PU9V U/W light cable vulcanised sealing kit




Cerukin PU9 Standard U/W LED Lights - White &
Colour Change & Flat LED Surface Mounted
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PU9 Standard LT White LED Lights AN _,
Code Description Price Euros € \\’ / :
PUICLTW LT LED concrete light & niche - white

PUILLTW LT LED liner light & niche - white

PU9 LT White LED Light Components

PU93LTW LT LED white light guts - 2.8m cable
PLQW0800 LT LED white PAR56 lamp only (No ‘0’ ring)

PU9CLTW / PU9CLTC

PU9 Standard LT Colour Change LED Lights

PUSCLTC LT LED concrete light & niche - colour change PU93LTW /

PUILLTC LT LED liner light & niche - colour change

PUS LT Colour Change LED Light Components

PU93LTC LT LED colour change light guts - 2.8m cable
PLQC0800 LT LED colour change PAR56 lamp only (No ‘0’ ring)

T LED Colour Change Controls

",
PLBP100 Closed push button - controls 1 light PLQWO0800 / /
PLCB100 Control panel / receiver for colour change PLQC0800
PLRC100 Remote control for control panel

Complete colour change light starter kit, 1 x lamp, control
PLKC300 panel and remote control (PLQC0800 + PLCB100 + PLRC100)

Flat Lights Surface Mounted - No Niche - Colour Change

PLFC080C LED flat light ABS - multicolour - concrete
PLFCO80P LED flat light ABS - multicolour - prefabricated / liner
PLCB100
Ay

PLRC100

PLFC080C




LT Mini LED Lights - White

High intensity Mini white LED lamp. Environmentally friendly thanks to its long life (100,000 hours) and high energy efficiency
(up to 80% lesss power consumption than traditional lighting systems).

* Power consumption - 9W

« Initial output - 315 Im

« IPX8 protection

« Available with ABS or stainless steel face plates.
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Mini ABS LED Lights - White - Push Fit Mini ABS LED Lights - White - Spas / Prefabricated Pools

Code Description Price Euros € Code Description Price Euros €
PLSW100W  Mini ABS light push-fit - white - ABS faceplate PLSW200S  Mini ABS light - spas/prefabricated pools - ABS faceplate
PLSW100WX Mini ABS light push-fit - white - stainless steel faceplate PLSW200SX Mini ABS light - spas/prefabricated pools - s/steel faceplate

5/

.\\a/
Mini ABS LED Lights - White - Concrete Mini ABS LED Lights - White - Panel Pools
PLSW300C  Mini ABS light - white - concrete - ABS faceplate PLSW400P  Mini ABS light - white - panel pools - ABS faceplate
PLSW300CX Mini ABS light - white - concrete - S/S faceplate PLSW400PX Mini ABS light - white - panel pools - stainless steel faceplate

059.3 Internal

s
. LTHD900
050.3 (Internal) and
063 (External)
Mini ABS LED Lights - White - Concrete Mini Light Accessories
LT8512039WIRW  Directional Light Mini LED - White - 45° Beam LTHD900 Wall conduit - use with push-fit lights (59.3mm int x 2" BSP)

SPC465M 1 metre flexible conduit



LT Mini LED Lights - Colour Change

=]

The colour change MINI lights now comes with 2-core cable and can be connected directly to a 12V supply. Colour change lights can be controlled by a push E

button or via the PLCB100 control panel. A maximum of 100 Mini colour change lights can be connected to the PLCB100 control panel to synchronize colour z

sequences. The old 4-core cable lights (which must be used with PLCB200 modulator) are available to special order. Please contact us for a quotation. =

=

* Power consumption - 4.5W « IPX8 protection =
* Intial output - 186Im * 12 function modes: 6 fixed colour and 6 sequences

J
859

]

Mini LED Lights - Colour - 2-Core Cable - Push Fit Mini ABS LED Lights - Colour - Spas / Prefabricated Pools

Code Description Price Euros € Code Description Price Euros €
PLSC100W-2  Mini ABS light push-fit - multicolour - ABS faceplate PLSC200S-2  Mini ABS light, multicolour, spas/prefabricated pools - ABS FP
PLSC100WX-2 Mini ABS light push-fit - multicolour - S/S faceplate PLSC200SX-2 Mini ABS light, multicolour, spas/prefabricated pools - S/S FP

®
| Jows

154

(,

Mini ABS LED Lights - White - Concrete Mini ABS LED Lights - White - Panel Pools

PLSC300C-2  Mini ABS light - multicolour - concrete - ABS faceplate PLSCA00P-2  \Viini ABS light - white - panel pools - ABS faceplate

PLSC300CX-2 Mini ABS light - multicolour - concrete - S/S faceplate PLSCA00PX-2 WMini ABS light - white - panel pools - stainless steel faceplate

£59.3 Internal

PLCB100

LTHD900
£
@50.3 (Internal) and
063 (External)
PLBP100

Mini Light Controls Mini Light Accessories
PLRC100 Remote Control For Control Panel LTHDS00  Wall conduit for use with push-fit lights (59.3mm int x 2" BSP)
PLBP100 LED lighting closed push button - controls 1 x light SPCA65M 1 metre flexible conduit
PLCB100 Control Panel / Receiver For Colour Change

NEW Light Niche Coming Soon
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Mini Dichroic Lights

Mini Dichroic Light 50W 12v - Push Fit - Concrete Pools Mini Dichroic Light 50W 12v- Back Nut - Spas

Code Description Price Euros € Code Description Price Euros €
PMW100  50W light push-fit - concrete pools - ABS faceplate PMS200  50W light with back nut — Spas - ABS faceplate

PMW100X 50W light push-fit - concrete pools - S/S faceplate PMS200X  50W light with back nut - Spas - Stainless Steel faceplate

12

A / 7
\@

g
B 154
Mini Dichroic Light 50W 12v - Concrete Pools Mini Dichroic Light 50W 12v- Prefabricated / Liner Pools
PMC300  50W light with niche - concrete pools - ABS faceplate PMP400  50W light with niche, prefabricated/liner pools - ABS FP
PMC300X 50W light with niche - concrete pools - S/S faceplate PMP400X  50W light with niche, prefabricated/liner pools — S/S faceplate
059.3 Internal
Features
Ideal for use in spas and steps. These lights
feature compact dimensions and are available
with both ABS and stainless steel face plates. e LTHD300
Features é 050.3 (Internal) and
« 50W 12V Dichroic lamp 83 {Extemnal
* 38 degree angled halo
¢ 95 Lux at 4m illuminating a 2.5m circle
* Includes 2.5m cable | |

Mini Dichroic Light 50W 12v- Prefabricated / Liner Pools

LTHDI0O  Wall conduit for use with push-fit lights (59.3mm int x 2" BSP)
SPCA65M 1 metre flexible conduit

NEW Light Niche Coming Soon



Sylvania Colour Change LED Light

The Sylvania PAR56 LED represents an economical, top class professional development for underwater illumination of swimming pools and fountains. By

combining high power LEDs of red, green, blue & fixed white colours together with an internal microprocessor, it is capable of generating the full spectrum
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of colours. The lamp can be operated in a mode of continuous colour changing, or fixed at any desired colour by briefly switching off and back on again. This
is facilitated by the optional Sylvania remote control and receiver.

Features
« High power LED retrofit for incandescent PAR lamps * Unique sealing method guarantees IP68 water-tightness
* Produces full spectrum of rich colours or white (multicolours) * Die cast aluminium housing cools LEDs for high output
« Sylvania patent pending colour control technology * Chlorine-resistant materials permits use in swimming pools
« Simple on/off switching sets colour changing or fixed mode * Long lamp lifetime >25.000 hours
(can be achieved by using a standard switch) * Low heat generation
* Optional Sylvania remote control and receiver available * 25W power requirement per lamp

* |dentical shape to incandescent PAR56 = easy retrofit

PU9 Sylvania Colour Change LED Lights Sylvania Colour Change LED Light Components

Code Description Price Euros € Code Description Price Euros €
PUISCC PU9 colour change LED light & niche - concrete PU9S3 PU9 colour change LED guts with 2.8m cable
PUISCL PU9 colour change LED light & niche - liner PUGS3 PUG colour change LED guts with 2.8m cable

PU8BSC Colour change LED lamp unit only

. . PU9SR Colour change LED remote control unit
PUG Sylvania Colour Change LED Lights PUSSRR  Colour change LED receiver unit

PUGSCC  PUB colour change LED light & niche - concrete

PUGSCL PUG colour change LED light & niche - liner



Transformers, Deck Box Etc
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Safety Transformer 300W - Yellow Safety Transformer 400VA - Blue Safety Transformer 400VA / 800VA

Code Description Price Euros € Code Description Price Euros € Code Description Price Euros €
12-16v C/W cut-out & Saf former 400VA 12- .  whi

PU11S bunonvIPSE cut-out & reset PU11P 1; :‘I\r/,ggn_shll’;:‘e' TCIP280 400VA 12-17v IPB5 - white

TCIP290 800VA 24-29v IP65 - white

Safety Transformer 100VA - Yellow Standard Transformer

PUT1H  100VA 12-14.5v IP65 - yellow TCS600 600VA 12.5-13.5v IP20
TCS300 300VA 12.5-13.5v IP20
TCS100 100VA 12.5-13.5v IP20

Transformer 60VA

PU11060 Transformer 60VA 12v IP44

{ 3 SL600TC
- /4
SL600UC
Certikin Deck Box Underwater Speaker Isolating Transformer For U/W Speaker
PU1ON z:r:jls(ie"vs;ﬁkanu;;g(:gﬁg& SLE00UC g;tﬂ;‘;mf 20W impedance S Isolating transformer (must be

used with every speaker)

For PAR56, 300W 12V
Length of cable run between transformer & deck box

Cable Core Area
Connections  4mm’ 6mm’ 10mm’
(L-N1) 13V 5m Tm 12m
(L-N2) 14V 6-10m 8-15m 13-25m
(L-N3) 15V 11-15m 16-23m 26-38m
(L-N4) 16V 16-20m 24-30m 39-50m



New LED Products
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NIQ Light OnLED

The NIQ is used for spas, wellness centres and
stairs. It has the same function as the Mini
light but with smaller dimensions.

It offers two types of finishing, with plastic trim
or stainless steel trim.

For the electrical connection of the multicolour
models the power supply 10829 is necessary.
Each power supply can control up to a

92

ETEEEE— 10311 maximum of 4 lights.

NIQ Light OnLED - 1P68

Code Description Price Euros €
10311 NIQ light OnLED push fit BMH

10312 NIQ light OnLED for spas - =

The mono colour models (red, green, blue or
white) can be connected directly to 12V AC
output of a safety transformer.

Recessed Light PONT
Recessed stainless steel face plate; this light is

designed for exterior and architectural lighting.
8 The light is supplied with polycarbonate pre-fix
installation collar and 2.5m cable.
Lumens: 1,260Im
Consumption: 12W
% Efficiency: 105 Im/W
Voltage: 240V Ac
Life Span: L70 - 50.000h
: i ble: 2x1. 2
Recessed Light PONT - IP65 Comecton a2 13
Code Description Price Euros €
11201 Recessed spotlight PONT
Round
Square
@ 107
1) L@

The Walk Series

Walk Series, S/ - Square - 1P68 Walk Series, S/S - Round - 1P68 The Walk series consists of a range of LED

fittings that are ideal for indicating or lighting

Code Description Price Euros € Code Description Price Euros €

up paths and lanes, parks and urban areas.
10870  Square base niche. AISI 304 10868  Round base niche. AISI 304
10871 Square base niche. AISI 316 10869 Round base niche. AISI 316 Consists of 110 x 110 mm square or 105mm
11231 Walk series fitting 11231 Walk series fitting diameter for the round option.



New LED Products

Recessed Lights
The lights are designed for installing on pavements, grounds, street etc but can be also installed under water.
Its glass lens and AIS| stainless steel trims are designed to 500Kg static force. Its technology is the same as the Mini V2 and NIQ lights.
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Recessed Light- 1P68
Code Description Price Euros €
11226 Mini V2 recessed light

Mini V2 recessed light with
housing - concrete pools

11227

Mini V2 recessed light with
housing - prefabricated pools

11216 NIQ recessed light

11228

Fitted N1Q Adjustable Light

This variant of the NIQ light is ideal for architectural elements which require a discreet but effective illumination. This light has been designed to apply in projects
where lighting a concealed zone with the maximum light is required.

The light is composed of an LED light and an orientation system which allows adjustment of the light on a wall and directing the light beam where it is needed.
The orientation system allows the light to be projected on a vertical plane up to 8 degrees.

Fitted NIQ Adjustable Light - IP68

Code Description Price Euros €

11230  Fitted NIQ adjustable light

White RGB
Lumens: 315 Im 124 Im
[323 ]
C tion: W 5W © = — - 8
m.m‘ump on s @ - I B ‘\
Efficiency: 35 Im/W 28 Im/W S
Voltage: 5Vdc 12V AC
Life Span: L70 - 50.000h L70 - 50.000h
Cable: 2 x 1.5mm2 4 x 1.5mm2 140 2
Halospot Light Halgspm |_|gh[
High resistance light, made with stainless steel. It is ideal for ornamentl fountains or water jets. It Code Description Price Euros €

should be installed completely submerged in water. It comes with screws and studs for fitting. 10403 Halospot Light

85
2l
@D} 2130 2110

2150

B
wn
White RGB White RGB
Lumens: 1275 Im 1,040 Im Voltage: 12V AC 12V AC
Consumption: ~ 30W 30w Life Span: L70 - 50.000h  L70 - 50.000h

Efficiency: 42.5 Im/W 34.6 Im/W Cable: 2 x 1.5mm2 2 x 1.5mm2



New LED Products

WELLCHRO

LED-RGB light points are available in plastic finish or stainless steel designed for
creating a welcoming atmospheres with colour lighting. Their IP68 degree of protection
makes these lights the ideal element for lighting outdoor and / or aquatic areas as well
as humid areas such as saunas, Turkish baths, or wellness areas in general.

S/8 available - POA
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Code Description Price Euros €
11059 Di‘stri.hl-nnr with 1_5 LED lights
clip fitting - plastic
Distributor with 15 LED lights
e screw M16 - plastic @24
NANO Light

The wall fitting, despite its small dimensions offfers a considerable light output. Ideal for
signaling stairs in underwater, indoor and outdoor installations; where small dimensions are
required.

Made of AISI 316 stainless steel with protection degree IP68.

White RGB RGB DMX
Lumens: 250Im 150Im 150Im
Consumption: 4.5W 2.5W 2.5W
Efficiency: 55.5 Im/W 60 Im/W 60Im/W
Vloltage: 12V AC 12V AC 24 DC
NANO Light - IP68 Life Span: L70-50.000h  L70-50.000h 2 x 1.5mm2
Code Description Price Euros € Colours: 12 12 12
Connection cable: 2 x 1.5mm2 2 x 1.5mm2 2 x 1.5mm2

11234 NANO Light

11

o
Y ?
>
)
0% MALDIVES Light
MALDIVES is an ideal light for underwater
installations, indoor and outdoor. This light is
made of AISI 316 stainless steel with
protection degree IP68.

S'82 @

655 Lumens: 50Im
415 Consumption: 1.5W
. Efficiency: 33.3 Im/W
7 Voltage: 12vDC
S EﬂE Life Span: L70 - 50.000h
w .
=2} : .
MALDNES ngh'[ i |P68 | Connection cable: 2 x 1.5mm2
Code Description Price Euros €
10315  MALDIVES Light (I - < B 25




New LED Products
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PicoLED Light
PicoLED light is designed to fit tight
spaces that require a precise touch and

intense lighting. 995
. . ©
Made of AISI 316 stainless steel with ©
IP68 protection it integrates perfectly into
any space. T
Q
o
Lumens: 50Im © E
Consumption: 1w i L
Efficiency: 50 Im/W 15
Voltage: 24V DC PicoLED Light - IP68
Life Span: L70 - 50.000h 47 Code Description Price Euros €
Connection cable: 2 x 0.5mm2 1222 PicoLED Light
63.5
Linear ESCALA Light

The linear light with LED technology made of stainless steel profile AISI 316.

Polyvalent product which allows multiples and different combinations, installations and
uses. Highly versatile with an IP68 protection results in the ideal element for the
decorative lighting for indoor, outdoor and aquatic atmosphere. Includes attachment clips

White RGB
Lumens: 400Im 235Im . .
Consumption: ~ 16W 16W Linear ESCALA Light- IP68
Efficiency: 25 Im/W 15 Im/W Code Description Price Euros €
Voltage: 24V DC 24V DC 11310 Linear ESCALA Light
Life Span: L70 - 50.000h L70 - 50.000h
Colours: 12 12
Connection cable: 2 x Tmm2 4 x Tmm2
1000 1000
(R T
~

NIQ Power Supply
Necessary system to control NIQ MULTICOLOUR -
lights and WELLCHRO distibutors, because of

their reduced dimensions it was decided to move

this technology to an outside power supply box. @ © @
This power supply can be used with up to 4

lights. It incorporates a swich and safety

transformer therfore saving these elements in the

main installation. It connects directly to 230V AC ©
mains. Its programming is for 7 colours, as well
as 7 colour changing sequences, which can be

synchronized with other lights. Power supply is NIQ Power Supply
compatible with a Modulator and the OnLED Code Description

78

17,

Price Euros €

remote control. 178 10829 NIQ power supply - 4 outputs



New LED Products

Push-button

Basic OnLED system. With each press it will change colour or sequence. It's a normally closed
push-button.

With it you will have the possibility of changing bewtween 7 colours and 7 different colour
changing programmes.

Push-Button

Code Description Price Euros €
PLB100 Push-button

oY OnLED Modulator
Total OnLED system allows total control of the lights. Colour changing, sequences and timers.

It comes with 1 LED status indicator in the lower part, one aerial antenna that can be installed in the
most suitable location and 4 switches: Colour, sequence, speed and sleep.

To this component you can connect the OnLED remote contol with which we have carried out the same

operations previously mentioned with the obvious advantages of controlling the projectors from any
corner of your installation.

It is possible to change lights between 12 fixed colours and 8 programmes of colour sequences.

Those who want an absolute control on illumination can use the version with DMX control, with this you
UHLED MUdUkﬂUf will have control of all the lights independently, being able to obtain more than 16,000.000 colours and

Code Description Price Euros € countless sequences.

10826 OnLED modulator
10826DMX OnLED modulator - DMX

10828 OnLED remote control

90
45
90

® 2099202929 @

L
IGNIA 3
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IGNIA '3
®

OnLED

Ulm acces point

{I:'v'u.'-'? ; A

CO000000D

OnLED Modulator & Wifi Access

Code Description Price Euros € OnLED Wifi Access Point
10877 OnLED + Wifi access point 230V S The OnLED Wifi Access point installed next to the modulator enables broadband connections to
10876  OnLED Access point POA be made with smartphone and tablet devices by downloading the App.
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More LED lights are available from Certikin.
Ask for our dedicated light brochure for under water
applications or for industrial use.

Contact us on +44 (0) 1993 700744 or email on
Export@certikin.co.uk for a brochure or more information.




