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Brasil & Florida Filters

• Blow moulded HDPE
• Fitted with pressure gauge, 

manual air vent  and water drain
• Includes 6-way valve
• Maximum working pressure 2 Bar

(test pressure 3 Bar)
• Filtration velocity 50m3/h/m2

• Blow moulded HDPE

• Fitted with pressure gauge, 

manual air vent  and water drain

• Includes 6-way valve

• Maximum working pressure 2 Bar

(test pressure 3 Bar)

• Filtration velocity 50m3/h/m2

660mm

705mm

750mm

850mm

Ø H A

Brasil - Top

400mm

450mm

500mm

600mm

825mm

870mm

915mm

1015mm

340mm

340mm

430mm

430mm

N

595mm

645mm

690mm

790mm

M
360mm

355mm

365mm

415mm

Ø H A

Brasil - Side

400mm

450mm

500mm

600mm

610mm

655mm

700mm

800mm

340mm

340mm

430mm

430mm

N

235mm

230mm

240mm

290mm

M

A

NM
H

Ø

A

N

M

H

Ø

Max. working pressure 2kg/cm2 Max. working pressure 2kg/cm2

FBT400

FBT450

FBT500

FBT600

400mm (15”) filter 6m3/h 1.5” connections

450mm (18”) filter 8m3/h 1.5“connections

500mm (20”) filter 10m3/h 1.5” connections

600mm (24”) filter 14m3/h 1.5” connections

Description Price Euros  € Code

Brasil Filter - C/W Top Mount Valve & Pressure Gauge

ZZFBS400

ZZFBS450

ZZFBS500

ZZFBS600

400mm (15”) filter 6m3/h 1.5” connections

450mm (18”) filter 8m3/h 1.5“connections

500mm (20”) filter 10m3/h 1.5” connections

600mm (24”) filter 14m3/h 1.5” connections

Description Price Euros  € Code

Brasil Filter - C/W Side Mount Valve & Pressure Gauge

• Reinforced polyester resin and
glass fibre sand filter.

• Fitted with pressure gauge, 
Manual water drain, manual 
air vent

• Maximium working pressure 
2.5 Bar (test pressure 3 Bar)

• Filtration velocity 50m3/h/m2

• Reinforced polyester resin and
glass fibre sand filter.

• Fitted with pressure gauge, 
Manual water drain, manual 
air vent

• Maximium working pressure 
2.5 Bar (test pressure 3 Bar)

• Filtration velocity 50m3/h/m2

A

NM
H

Ø K

ZZFFRT0350/2

ZZFFRT0450/2

ZZFFRT0500/2

ZZFFRT0600/2

ZZFFRT0750/2

Florida filter 5m3/h 350Ø + 1.5” multiport valve

Florida filter 8m3/h 450Ø + 1.5” multiport valve

Florida filter 9m3/h 500Ø + 1.5” multiport valve 

Florida filter 14m3/h 600Ø + 1.5” multiport valve

Florida filter 21m3/h 750Ø + 2” multiport valve 

Florida Top Mount Filter - C/W Top Mount Valve & Pressure Gauge
ZZFFRS0350/2

ZZFFRSO450/2

ZZFFRSO500/2

ZZFFRSO600/2

ZZFFRSO750/2

ZZFFRSO900/2

Florida filter 5m3/h 350Ø + 1.5” multiport valve

Florida filter 8m3/h 450Ø + 1.5” multiport valve

Florida filter 9m3/h 500Ø + 1.5” multiport valve

Florida filter 14m3/h 600Ø + 1.5” multiport valve

Florida filter 21m3/h 750Ø + 2” multiport valve

Florida filter 32m3/h 900Ø + 2” multiport valve

Florida Side Mount Filter  - C/W Side Mount Valve & Pressure Gauge
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K Connection

M

N

H

Ø

Ø

Florida Filters - Top Mount - mm

350

450

500

600

750

H

885

940

935

960

1215

M

750

805

800

825

1005

N

685

740

735

760

920

K

1.5”

1.5”

1.5”

1.5”

2”

Sand

40kg

64kg

72kg

112kg

168kg

Approximate dimensions

Florida Filters - Side Mount - mm

350

450

500

600

750

900

H

710

765

760

805

940

1085

M

405

440

420

445

560

630

N

280

315

295

320

330

400

K

1.5”

1.5”

1.5”

1.5”

2”

2”

Sand

50kg

70kg

85kg

125kg

300kg

430kg

Approximate dimensions

1 YEAR
WARRANTY

1 YEAR
WARRANTY

2 YEAR
WARRANTY

2 YEAR
WARRANTY
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Florida Filter & SWL Residential Filter

Approximate dimensions

Ø

Ø200

H

M

N

An ideal filter for larger domestic and semi
commercial pools. A 60cm bed depth, an excellent
finish and a maximum working pressure of 2.5kg
makes this a great value filter.

FFRS1050-1

FFRS1200-1

Florida filter 43m3/h 1050Ø 75mm conns 2.5”
drain port 400mm top manhole

Florida filter 56m3/h 1200Ø 90mm conns 2.5”
drain port 400mm top manhole

Description Price Euros  € Code

Florida Filter - Tank Only (No Valve) 0.6m Bed Depth
2.5”

3”

Ø H M

Florida Filter

1050

1200

1285

1365

650

660

N

380

390

K

D

K

H

M

N

• Manufacturerd by bobbin wound polyester resin and fibre glass.

• Cover of Ø240

• Colour filter RAL1018

• Maximum pressure of 2.5kg/cm2

500
600
750
900

520
620
770
920

D
mmØ

780
870

1030
1135

H
mm

450
455
615
635

M
mm

325
330
385
405

N
mm

1.5”
1.5”
2”
2”

K
mm

50
50
50
50

Velocity
m3/h/m2

0.196
0.283
0.442
0.636

Filtration
Area (m2)

9
14
21
30

Flow
m3/h

2.5
2.5
2.5
2.5

Max
Pressure

bar

100
175
300
525

Sand
0.4-

0.8mm

20
26
34
55

Net 
Weight

kg

Specifications for SLW Filters

500 side mount filter. C/W 1.5” MPV

600 side mount filter. C/W 1.5” MPV

750 side mount filter. C/W 2” MPV

900 side mount filter. C/W 2” MPV

VFS500

VFS600

VSF750

VSF900

Description Price Euros  € Code

SLW Residential Filter

2 YEAR
WARRANTY

2 YEAR
WARRANTY
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Vision Filter With 250mm Lid - 10 Year Warranty

G

F

E

H

A
B

C

D

Patented 
250mm lid with

clear viewing ring

520

622

772

923

510

620

720

520

622

772

923

510

620

720

445

484

620

620

484

484

620

FVS20

FVS24

FVS30

FVS36

FVS20T

FVS24T

FVS30T

A B

282

317

337

387

839

930

941

CCode

0.20

0.28

0.44

0.64

0.20

0.28

0.38

Filter Area
m2

90

140

210

360

90

160

200

Sand 
kg

1.5” / 50mm

1.5” / 50mm

2” / 63mm

2” / 63mm

1.5” / 50mm

1.5” / 50mm

1.5” / 50mm

Pipe
Connections

593

574

642

693

982

1073

1083

D

683

717

799

850

91

91

91

E

203

203

203

203

182

182

182

F

54

54

102

102

343

343

343

G

899

957

1030

1156

748

839

850

H

343

343

343

343

-

-

-

I

Vision Filters - Dimensions

Features

• Patented 10” (250mm) lid - for ease of maintenance

• 10 year full tank warranty for residential installations

• Bobbin wound using the latest in fibreglass winding technology

• Clear mounting ring on top mount models - allowing a clear view of filtration and backwashing during operation.
No other top mount filter has this

• Multiport valve comes complete with 1.5” and 50mm quick connect unions

• Hydraulically balanced laterals to maximise water flow and filtration

• Automatic internal air bleed to expel any unwanted air in the tank

• Maximum working pressure 2.5 BAR - test pressure 3.75 BAR

• 4 BAR on request. Please contact us for a quotation.

20” (500mm) Vision top mount - 9m3/hr - 1.5” valve

24” (600mm) Vision top mount - 14m3/hr - 1.5” valve

28” (720mm) Vision top mount - 19m3/hr  - 1.5” valve

FVS20T

FVS24T

FVS30T

Description Price Euros  € Code

Vision Top Mount Filter - C/W Multiport Valve and Pressure Gauge

I

H

B

A

G

F

C

D

E

20” (500mm) Vision side mount - 10m3/hr - 1.5” valve

24” (600mm) Vision side mount - 14m3/hr - 1.5” valve

30” (760mm) Vision side mount - 21m3/hr - 2” valve

36” (900mm) Vision side mount - 31m3/hr - 2” valve

FVS20

FVS24

FVS30

FVS36

Description Price Euros  € Code

Vision Side Mount Filter - C/W Multiport Valve and Pressure Gauge

10 Year
Warranty for
Residential
Installations

10 Year
Warranty for
Residential
Installations
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Multiport Valves

Multiport valve
MPV15MAX

Automatic Multiport Valve
Certikin’s automatic valve takes complete care of the pool filtra-
tion process by activating the wash and back-wash functions
without the presence of the pool owner. This automated process
ensures that the pool water is always perfectly filtered  and is
very easy to use. Available in side mounted versions for both
1.5�” and 2”.

Technical Information
• Filter, backwash, rinse and 

waste
• Automatic backwash and rinse

in the event of overpressure
• Pump stops when changing 

functions
• Valve programming: conventional 

filtration, control box and 
backwash rinse, waste - control 
panel

• Optional weekly backwash
• 1.5” or 2” in side mount versions 
• Power supply 115-230 VAC / 

50-60 Hz
• Max Power 14W
• Max Pressure 3.5 Bar
• Nominal Flow Rate 14m3/h 

(1.5”), 18m3/h (2”) 
• Nominal Head Loss 0.66 Bar
• IP65 Protection

G3010B

G3000

MPV15MAX -
Includes arm 
connectors

1.5” automatic multiport valve

2” automatic multiport valve

MPVA/15

MPVA/20

Description Price Euros  € Code

Automatic Multiport Valves

Certikin pressure gauges - side / base entry

Deluxe glycerine filled - back entry

Deluxe glycerine filled - side entry

3D/Purex pressure gauge - back mount

G3000

G3010

G3010B

G3000B

Description Price Euros  € Code

Pressure Gauges - All With 0.25” Male BSP Thread

1.5” multiport - model 1 (3D)

1.5” multiport - model 3 (Lacron)

1.5” multiport - all ports open (Most filters)

1.5” Atika/Triton multiport valve kit - side mount

1.5” Atika/Tagelus top mount multiport valve

1.5” multiport Hydroswim side mount (Praher type)

1.5” multiport Hydroswim top mount (pre 2006 filters)

1.5” multiport Hydroswim top mount (2006 on)

1.5” Brasil/Florida/Alpine/FDB/Volcano side mount - with
arm connector

1.5” Brasil-Max2000 top mount 

1.5” MPV for Thermoplastic filter - complete

2” multiport - model 1 (3D)

2” multiport - model 3 (Lacron)

2” multiport model - all ports open (Most filters)

2” Atika/Triton multiport valve kit - side mount

2” Atika/ Tagelus top mount valve kit

2” multiport Hydroswim side mount (Praher type)

2” multiport Hydroswim top mount (Pre 2006 filters)

2” multiport Hydroswim top mount (2006 on)

2” muliport valve (Alpine / FDB / Volcano) (with arm
connector)

2.5” Brasil/Florida/Alpine Plus/FDB/Volcano 

3” Multiport - Alpine Plus/ Volcano

3” multiport side mount (Lacron)

MPV15/1

MPV15/3

MPV15/A

MPV15/TR

MPV15/TA

MPV15/HSS

MPV15/HST

MPV15/EHST

MPV15MAX

MPV15MAXT

TH-MPV

MPV20/1

MPV20/3

MPV20/A

MPV20/TR

MPV20/TA

MPV20/HSS

MPV20/HST

MPV20/EHST

MPV20MAX

MPV25MAX

MPV30MAX

MPV30

Description Price Euros  € Code

Multiport Valves - Manual



Filters are available for all project sizes, whether
domestic or commercial, plus media & accessories.
If you need any help or information please contact: 
Export +44 (0) 1993 700744 or 
Email: export@certikin.co.uk

Filters for all environments...

brings water to life



Florida Commercial Filter

The Florida filters are manufactured from laminated fibreglass
and polyester resin; the internal pipework and distribution
system from PVC and polypropylene.

1.0 metre media bed depth and lateral arm collector system as
standard on all models

Benefits
•High chemical resistance

•Suitable for salt water pools
•Smooth laminate outer shell providing a durable, robust finish.

Standard Features
•Lateral collector arms in polypropylene

•Ø400mm bolted top sand charge lid
•Ø200mm sand dump port
•Water drain
•Manual air purge

Technical Data
1.0 metre media bed depth

2.5 bar max operating pressure
50OC max working temperature

Options
•For ozone treatment filters with an internal 
vinylester coating are required 
(price on application).

•Nozzle plate underdrain (price on application)

5 Year Warranty

FFC1050/63

FFC1050/75

FFC1050/90

FFC1200/75

FFC1200/90

FFC1400/75

FFC1400/90

FFC1400/110

FFC1600/90

FFC1600/110

FFC1600/125

FFC1800/90

FFC1800/110

FFC1800/125

FFC1800/140

FFC2000/110

FFC2000/125

FFC2000/140

FFC2000/160

1050

1050

1050

1200

1200

1400

1400

1400

1600

1600

1600

1800

1800

1800

1800

2000

2000

2000

2000

Ø mm
Price

Euros  € Code

63

75

90

75

90

75

90

110

90

110

125

90

110

125

140

110

125

140

160

Conn mm

0.86

0.86

0.86

1.13

1.13

1.54

1.54

1.54

2.01

2.01

2.01

2.54

2.54

2.54

2.54

3.14

3.14

3.14

3.14

Filter 
Area m2

20

40

50

30

50

20

30

50

20

40

50

20

30

40

50

20

30

40

50

Filtration
Rate m3/h/m2

17

34

43

34

56

31

46

77

40

80

100

51

76

101

127

63

94

125

157

Flow
m3/h

Florida Filter

B

C
H

C Outlet

C Inlet

D

A

1
.0

m
 b

ed
 d

ep
th

FFC1050
FFC1200
FFC1400
FFC1600
FFC1800
FFC2000

1050
1200
1400
1600
1800
2000

A
mmCode

540
353
575
650
695
740

B
mm

270
270
300
300
360
360

C
mm

490
625
705
775
940
490

D
mm

1515
1515
1705
1850
1975
2070

H
mm

85
110
184
190
260
313

W
kg

805
965
1470
1935
2480
3265

Sand
0.5-1.0kg

195
275
440
640
830
1085

Gravel
6mm (kg)

Specifications for Florida Filters
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Filter pressure gauge panel 0-4barSPX006N

Florida Filter - Options

5 YEAR
WARRANTY



SLX Commercial Filters Bobbin Wound - 2.5 Bar

•Filter bobbin wound with fibre-glass and polyester resin

*Totally anticorrosive

•Filter colour - RAL 5015

•Fitted with collector arms and diffuser made from 
unplasticised PVC and polypropylene

•Resistant to salted water

•Filter bed height 1 metre + 1.2 metre available

•Maximum temperature 50OC

•10 year warranty

Options

•Filter bed height 1.2 metre

•Max working pressure 2.5kg/cm2 and 4kg/cm2
(2.5 bar and 4 bar)

•Vinylester coating (for use with Ozone)

•Sight glass

•400mm service hatch (not available on 1050 and
1200 filters)

•Nozzle plated under drains

* Filters larger than 2000mm diameter will not fit in a
standard
container and require special transport
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1050mm diameter - 75mm connections - 2.5 Bar

1050mm diameter - 90mm connections - 2.5 Bar

1200mm diameter - 75mm connections - 2.5 Bar

1200mm diameter - 90mm connections - 2.5 Bar

1400mm diameter - 90mm connections - 2.5 Bar

1400mm diameter - 110mm connections - 2.5 Bar

1600mm diameter - 110mm connections - 2.5 Bar

1600mm diameter - 125mm connections - 2.5 Bar

1800mm diameter - 110mm connections - 2.5 Bar

1800mm diameter - 125mm connections - 2.5 Bar

1800mm diameter - 140mm connections - 2.5 Bar

2000mm diameter - 125mm connections - 2.5 Bar

2000mm diameter - 140mm connections - 2.5 Bar

2000mm diameter - 160mm connections - 2.5 Bar

2200mm diameter - 140mm connections - 2.5 Bar

2200mm diameter - 160mm connections - 2.5 Bar

2350mm diameter - 140mm connections - 2.5 Bar

2350mm diameter - 160mm connections - 2.5 Bar

2350mm diameter - 200mm connections - 2.5 Bar

2500mm diameter - 160mm connections - 2.5 Bar

2500mm diameter - 200mm connections - 2.5 Bar

2500mm diameter - 225mm connections - 2.5 Bar

3000mm diameter - 200mm connections - 2.5 Bar

3000mm diameter - 225mm connections - 2.5 Bar

3000mm diameter - 250mm connections - 2.5 Bar

SLX1050-40MXP

SLX1050-50MXP

SLX1200-30MXP

SLX1200-50MXP

SLX1400-30MXP

SLX1400-50MXP

SLX1600-40MXP

SLX1600-50MXP

SLX1800-30MXP

SLX1800-40MXP

SLX1800-50MXP

SLX2000-30MXP

SLX2000-40MXP

SLX2000-50MXP

SLX2200-30MXP

SLX2200-40MXP

SLX2350-30MXP *

SLX2350-40MXP *

SLX2350-50MXP *

SLX2500-30MXP *

SLX2500-40MXP *

SLX2500-50MXP *

SLX3000-30MXP *

SLX3000-40MXP *

SLX3000-50MXP *

Description Price Euros  € Code

SLX Filters - 1m Bed - Lateral Arms - 2.5 BAR

Nozzle plate for 1050 diameter

Nozzle plate for 1200 diameter

Nozzle plate for 1400 diameter

Nozzle plate for 1600 diameter

Nozzle plate for 1800 diameter

Nozzle plate for 2000 diameter

Nozzle plate for 2200 diameter

Nozzle plate for 2350 diameter

Nozzle plate for 2500 diameter

Nozzle plate for 3000 diameter

Manhole 225mm diameter

Manhole 400mm diameter

Sight glass 135mm diameter

Vinylester lining

-

-

-

-

-

-

-

-

-

-

-

-

-

-

Options For SLX Filters

10 YEAR
WARRANTY



SLX Commercial Filters Bobbin Wound

Please contact us for other nozzle plate diameters

1.2 metre depth filters are also available - please contact us for more information. 

1050
1200
1400
1600
1800
2000
2200
2350
2500
3000

Ø

1050
1500
2000
2600
3400
4400
6520
8045
9050
12800

Vol
(lts)

1640
1780
1755
1835
1875
2040
2370
2520
2550
2750

H
mm

645
640
610
515
465
510
510
965
1080
1100

M
mm

540
570
585
680
720
790
950
600
450
440

N
mm

755
940
1085
1230
1370
1550
1830
1859
2000
2365

P
mm

Dimensions for SLX Filters

Connections (mm / inch)

Filtering velocity (m3/h/m2)

Filtration area (m2)

Flow (m3/h)

Sand 0.4 - 0.8mm (kg)

Gravel 1-2mm (kg)

Net weight (kg)

Weight in service (kg)

1050Ø mm

75 / 2.5”

30/40

0.86

25/34

950

300

110

1850

90 / 3”

50

0.86

43

950

300

110

1850

1200

75 / 2.5”

20/30

1.13

22/33

1375

300

125

2470

90 / 3”

40/50

1.13

45/56

1375

300

125

2470

1400

90 / 3”

30

1.54

46

1650

450

185

3200

110 / 4”

40/50

1.54

61/77

1650

450

185

3200

1600 1800 2000

110 / 4”

30/40

2.01

60/80

2150

675

215

4300

125 / 4.5”

50

2.01

100

2150

675

215

4300

110 / 4”

30

2.54

76

2800

750

250

5400

125 / 4.5”

40

2.54

101

2800

750

250

5400

140 / 5”

50

2.54

125

2800

750

250

5400

125 / 4.5”

30

3.14

94

380

1050

330

7250

140 / 5”

40

3.14

125

380

1050

330

7250

160 / 6”

50

3.14

157

380

1050

330

7250

Connections (mm / inch)

Filtering velocity (m3/h/m2)

Filtration area (m2)

Flow (m3/h)

Sand 0.4 - 0.8mm (kg)

Gravel 1-2mm (kg)

Net weight (kg)

Weight in service (kg)

2200Ø mm

140 / 5”

30

3.8

114

4650

1900

450

11200

160 / 6”

40

3.8

152

4650

1900

450

11200

2350

140 / 5”

30

4.34

130

5275

1800

530

12550

160 / 6”

40

4.34

175

5275

1800

530

12550

200 / 7”

50

4.34

217

5275

1800

530

12550

2500

160 / 6”

30

4.9

150

5950

2200

960

13760

200 / 7”

40

4.9

200

5950

2200

960

13760

225 / 8”

50

4.9

245

5950

2200

960

13760

3000

200 / 7”

30

7.07

212

8600

3300

1600

20200

225 / 8”

40

7.07

282

8600

3300

1600

20200

250 / 9”

50

7.07

353.5

8600

3300

1600

20200

1050mm diameter - 75mm connections - 4 Bar

1050mm diameter - 90mm connections - 4 Bar

1200mm diameter - 75mm connections - 4 Bar

1200mm diameter - 90mm connections - 4 Bar

1400mm diameter - 90mm connections - 4 Bar

1400mm diameter - 110mm connections - 4 Bar

1600mm diameter - 110mm connections - 4 Bar

1600mm diameter - 125mm connections - 4 Bar

1800mm diameter - 110mm connections - 4 Bar

1800mm diameter - 125mm connections - 4 Bar

1800mm diameter - 140mm connections - 4 Bar

2000mm diameter - 125mm connections - 4 Bar

2000mm diameter - 140mm connections - 4 Bar

2000mm diameter - 160mm connections - 4 Bar

2200mm diameter - 140mm connections - 4 Bar

2200mm diameter - 160mm connections - 4 Bar

2350mm diameter - 140mm connections - 4 Bar

2350mm diameter - 160mm connections - 4 Bar

2350mm diameter - 200mm connections - 4 Bar

2500mm diameter - 160mm connections - 4 Bar

2500mm diameter - 200mm connections - 4 Bar

2500mm diameter - 225mm connections - 4 Bar

3000mm diameter - 200mm connections - 4 Bar

3000mm diameter - 225mm connections - 4 Bar

3000mm diameter - 250mm connections - 4 Bar

SLX1050-40MXP4

SLX1050-50MXP4

SLX1200-30MXP4

SLX1200-50MXP4

SLX1400-30MXP4

SLX1400-50MXP4

SLX1600-40MXP4

SLX1600-50MXP4

SLX1800-30MXP4

SLX1800-40MXP4

SLX1800-50MXP4

SLX2000-30MXP4

SLX2000-40MXP4

SLX2000-50MXP4

SLX2200-30MXP4

SLX2200-40MXP4

SLX2350-30MXP4 *

SLX2350-40MXP4 *

SLX2350-50MXP4 *

SLX2500-30MXP4 *

SLX2500-40MXP4 *

SLX2500-50MXP4 *

SLX3000-30MXP4 *

SLX3000-40MXP4 *

SLX3000-50MXP4 *

Description Price Euros  € Code

SLX Filters - 1m Bed - Lateral Arms - 4 BAR Fi
lte

rs

63

10 YEAR
WARRANTY



Horizontal Filters - Bobbin Wound

Features
· Totally anti-corrosive
· Excellent strength-weight ratio
· Maximum operating temperature 50OC
· Test pressure 1.5 times working pressure
· Internal components and pipework in PVC
· PP collector arms / nozzles
· Bolts/nuts in AISI316 stainless steel
· EPDM gaskets
· 400mm dia manhole
· Bottom connection for air scouring
· Pressure gauge panel included
· Manual air and water bleeds included

Options
· Additional 400mm dia manhole
· Ozone–resistant interior lining
· Sight glasses in either 135mm dia or 400mm dia

For larger diameters please contact us. 

4 Bar available. Please contact us. 
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1050 x 1900 - 75

1050 x 1900 - 90

1050 x 1900 x 110

1050 x 2300 - 110

1050 x 2300 - 125

1050 x 2300 - 125

1050 x 2500 - 110

1050 x 2500 - 125

1050 x 2500 - 140

1050 x 2700 - 110

1050 x 2700 - 125

1050 x 2700 - 140

1050 x 3000 - 110

1050 x 3000 - 140

1050 x 3000 - 160

1200 x 1900 - 110

1200 x 1900 - 125

1200 x 1900 x 140

1200 x 2300 - 110

1200 x 2300 - 140

1200x 2300 - 160

1200 x 2500 - 125

1200 x 2500 - 140

1200 x 2700 - 125

1200 x 2700 - 140

1200 x 2700 - 160

1200 x 3000 - 125

1200 x 3000 - 140

1200 x 3000 - 160

1400 x 1900 - 110

1400 x 1900 - 125

1400 x 1900 x 140

1400 x 2500 - 110

1400 x 2500 - 140

1400 x 2500 - 160

1400 x 3000 - 125

1400 x 3000 - 160

1400 x 3000 - 200

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

Description

34

52

69

42

64

85

46

70

93

50

75

100

56

84

112

39

59

79

48

73

97

53

79

57

86

115

64

96

129

45

67

89

60

91

121

73

110

147

Flow m3/h

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

Filtration
Speed

m3/h/m2

1.72

1.72

1.72

2.12

2.12

2.12

2.32

2.32

2.32

2.51

2.51

2.51

2.81

2.81

2.81

1.96

1.96

1.96

2.42

2.42

2.42

2.65

2.65

2.87

2.87

2.87

3.21

3.21

3.21

2.23

2.23

2.23

3.02

3.02

3.02

3.67

3.67

3.67

Filter Area
m2

Price
Euros  € Code

Horizontal Filter - Bobbin Wound - 2.5 BAR

10 YEAR
WARRANTY



Horizontal Filters - Bobbin Wound

Features
· Totally anti-corrosive
· Excellent strength-weight ratio
· Maximum operating temperature 50oC
· Test pressure 1.5 times working pressure
· Internal components and pipework in PVC
· PP collector arms / nozzles
· Bolts/nuts in AISI316 stainless steel
· EPDM gaskets
· 400mm dia manhole
· Bottom connection for air scouring
· Pressure gauge panel included
· Manual air and water bleeds included

Options
· Additional 400mm dia manhole
· Ozone–resistant interior lining
· Sight glasses in either 135mm dia or 400mm dia

For larger diameters and 4 Bar please contact us.

1600 x 1900 - 110

1600 x 1900 - 140

1600 x 1900 - 160

1600 x 250 - 140

1600 x 2500 - 160

1600 x 2500 - 200

1600 x 3000 - 140

1600 x 3000 - 160

1600x 3000 - 200

1800 x 2500 - 125

1800 x 2500 - 160

1800 x 2500 - 200

1800 x 3000 - 140

1800 x 3000 - 160

1800 x 3000 - 200

1800 x 3500 - 140

1800 x 3500 - 200

1800 x 3500 - 225

1800 x 4000 - 160

1800 x 4000 - 200

1800 x 4000 - 225

2000 x 2500 - 140

2000 x 2500 - 160

2000 x 2500 - 200

2000 x 3000 - 140

2000 x 3000 - 160

2000 x 3000 - 200

2000 x 3500 - 160

2000 x 3500 - 200

2000 x 3500 - 225

2000 x 4000 - 160

2000 x 4000 - 200

2000 x 4000 - 225

2000 x 4500 - 200

2000 x 4500 - 225

2000 x 4500 - 250

2350 x 3000 - 160

2350 x 3000 - 200

2350 x 3000 - 225

2350 x 3500 - 160

2350 x 3500 - 200

2350 x 3500 - 225

2350 x 4000 - 200

2350 x 4000 - 225

2350 x 4000 - 250

2350 x 4500 - 200

2350 x 4500 - 225

2350 x 4500 - 250

2350 x 5000 - 200

2350 x 5000 - 250

2350 x 5000 - 315

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

Description

49

74

99

67

101

134

82

123

164

75

112

150

92

137

183

108

162

216

125

187

250

87

130

174

106

159

212

125

187

250

144

216

288

163

245

326

119

178

238

141

212

282

163

245

327

186

279

371

208

312

416

Flow m3/h

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

20

30

40

Filtration
Speed

m3/h/m2

2.47

2.47

2.47

3.36

3.36

3.36

4.1

4.1

4.1

3.74

3.74

3.74

4.58

4.58

4.58

5.41

5.41

5.41

6.25

6.25

6.25

4.34

4.34

4.34

5.3

5.3

5.3

6.25

6.25

6.25

7.21

7.21

7.21

8.16

8.16

8.16

5.94

5.94

5.94

7.06

7.06

7.06

8.17

8.17

8.17

9.28

9.28

9.28

10.4

10.4

10.4

Filter Area
m2

Price
Euros  € Code

Horizontal Filter - Bobbin Wound - 2.5 BAR
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Valve Batteries - Manual

Certikin Sight Glass

• Valve batteries include all 
butterfly valves, pipes, 
fittings and two pipe 
support (single set).

• 3 pipe supports (double set)
Note: Supplied loose 
in kit form

Flow directionFlow direction

Single Filter 
4 Valve Battery

Single Filter
5 Valve Battery

flow
direction

250 minimum Double Filter 5 Valve Battery

5
 V
al
ve
 B
at
te
ry

to drain

to pool

Fi
lte
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4 valve battery 75mm connections

5 valve battery 75mm connections

4 valve battery 90mm connections

5 valve battery 90mm connections

4 valve battery 110mm connections

5 valve battery 110mm connections

4 valve battery 125mm connections

5 valve battery 125mm connections

4 valve battery 140mm connections

5 valve battery 140mm connections

4 valve battery 160mm connections

5 valve battery 160mm connections

5 valve battery 200mm connections

5 valve battery 225mm connections

SLX075-4

SLX075-5

SLX090-4

SLX090-5

SLX110-4

SLX110-5

SLX125-4

SLX125-5

SLX140-4

SLX140-5

SLX160-4

SLX160-5

SLX200-5

SLX225-5

Description Price Euros  € Code

Single Filter 4 & 5 Valve Battery Sets

90mm valve battery, 75mm connection

110mm valve battery, 75mm connection

125mm valve battery, 90mm connection

140mm valve battery, 90mm connection

140mm valve battery, 110mm connection

160mm valve battery, 110mm connection

160mm valve battery, 125mm connection

200mm valve battery, 125mm connection

200mm valve battery, 140mm connection

225mm valve battery, 140mm connection

225mm valve battery, 160mm connection

250mm valve battery, 160mm connection

250mm valve battery, 200mm connection

SLX075/090-5

SLX075/110-5

SLX090/125-5

SLX090/140-5

SLX110/140-5

SLX110/160-5

SLX125/160-5

SLX125/200-5

SLX140/200-5

SLX140/225-5

SLX160/225-5

SLX160/250-5

SLX200/250-5

Description Price Euros  € Code

Double Filter 5 Valve Battery Sets

75mm back wash sight glass

90mm  back wash sight glass

110mm  back wash sight glass

125mm  back wash sight glass

140mm  back wash sight glass

160mm  back wash sight glass

SPXSG075

SPXSG090

SPXSG110

SPXSG125

SPXSG140

SPXSG160

Certikin Back Wash Sight Glasses



Automatic 5 Valve Battery Sets / Air Scourers

Note:  All automatic battery sets are 
supplied loose and supplied with steel supports and pressure gauge panel.

Ø (mm) 
Filter

1050
1200
1400
1600
1800
2000
2350
2500
3000

Air scourer 
model

BVC153M
BVC153M

BVC223MVM
BVC223MVM
BVC223MVM
BVC303MVM
BVC403MVM
BVC553MVM
BVC553MVM

Air flow 
m3/hr

52
68
92
121
153
188
260
295
424

Qty 
per filter

1
1
1
1
1
1
1
2
2

Air scourer sizing is
based on a scouring
rate of 60m3/m2/hr
at a pressure of 0.2
bar.

The installation of a
pressure relief valve
is recommended to
safeguard the air
blower.

Filter / Air Scourer Selection Chart

75mm single battery set with 5 pneumatic valves

90mm single battery set with 5 pneumatic valves

110mm single battery set with 5 pneumatic valves

125mm single battery set with 5 pneumatic valves 

140mm single battery set with 5 pneumatic valves

160mm single battery set with 5 pneumatic valves

200mm single battery set with 5 pneumatic valves

225mm single battery set with 5 pneumatic valves

BS075-P

BS090-P

BS110-P

BS125-P

BS140-P

BS160-P

BS200-P

BS225-P

Description Price Euros  € Code

Pneumatic Butterfly Valves

1.5kW 3 phase Air Scourer

2.2kW 3 phase Air Scourer

3.0kW 3 phase Air Scourer

4.0kW 3 phase Air Scourer

5.5kW 3 phase Air Scourer

BVC153M

BVC223MVM

BVC303MVM

BVC403MVM

BVC553MVM

Air Scourers
Backwash control panel VF115A

Backwash Control Panel

75mm single battery set with 5 motorized valves

90mm single battery set with 5 motorized valves

110mm single battery set with 5 motorized valves

125mm single battery set with 5 motorized valves 

140mm single battery set with 5 motorized valves

160mm single battery set with 5 motorized valves

200mm single battery set with 5 motorized valves

225mm single battery set with 5 motorized valves

BS075-M

BS090-M

BS110-M

BS125-M

BS140-M

BS160-M

BS200-M

BS225-M

Description Price Euros  € Code

Motorized Butterfly Valves
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Multicyclone

The Multicyclone Plus has all the benefits of the ever popular Multicyclone with the
addition of a 40ft2 cartridge filter located in the upper housing. Incoming water enters the
hydrocylones tangentially, generating a strong centrifugal effect. The sediment particles
are then spun out to the hydro cyclone’s wall, and spiral down into the sediment chamber.

The filtered water then migrates towards the centre of the hydro cyclone where the water
reverses and spirals upwards and through a 40ft2 cartridge element before exiting the
Multicyclone Plus. The addition of the cartridge element provides the highest standard of
filtration possible with very little need for cleaning. The majority of the sediment is
removed by the hydrocyclones. The sediment level can be visually monitored through the
Multicyclones clear sediment bowl. The pressure gauge located at the top of the unit
indicates when the cartridge requires cleaning. The cartridge can easily be removed by
undoing the locking ring.

The Multicyclone is a filtration device that is capable of saving water and
reducing filter maintenance. 

The Multicyclone works on the basis of centrifugal water filtration. There are no
moving parts to wear and tear, and no filter media to clean or replace.

The Multicyclone is ideal as a pre-filter to extend the life of your existing filter.

Multicyclone + Sand (granular)  = Reduction in backwashing frequency & Extends
the life of the filter media

1.5” / 50mm 
quick fit unions

UV and 
corrosion
proof

16 multiple
hydro

cyclones

Lock ring

Hydraulically
efficient

Glass filled
reinforced

thermoplastic

Clear poly
carbonate
sediment
bowl

25mm 
sediment

purge valve

Multicycle Ultra

Multicycle Plus

See Commercial
Multicyclone on page 74

Multicyclone Base
Over Pump
MCC01BOP

MCC12

MCC16

MCC16/70

MCC01B

MCC01BPU

MCC01BOP

Multicyclone Plus C/W 40 sq ft cartridge - 
suitable for pools up to 50m3 / 1.5” (50mm)

Multicyclone Plus C/W 40 sq ft cartridge - 
suitable for pools up to 80m3 / 2” (63mm)

Multicyclone Ultra - C/W 70 sq ft cartridge -
suitable for pools up to 100m3 / 2” (63mm)

Multicyclone Floor Mounted Base (optional)

Multicyclone base for Plus & Ultra models

Multicyclone base over pump version

Description Price Euros  € Code

Multicyclone Plus Prefilter & Water Saver 

MCC01/15

MCC01

MCC01B

Multicyclone Prefilter & Water Saver with 1.5” 
connections & 12 cyclones

Multicyclone Prefilter & Water Saver with 2” 
connections & 16 cyclones

Multicyclone Floor Mounted Base (optional)

Description Price Euros  € Code

Multicyclone Prefilter & Water Saver 

Water Saving



Features

• Connections 4” / 110mm

• Minimum flow rate 36m3 / hr

• Maximum flow rate 90m3 / hr

• Maximum working pressure 3.5 BAR

• Clear sight glass

• Can be quickly installed in new or
existing facilities

The Commercial Multicyclone has 70 unique cyclones

which are used to remove the debris from the water

prior to the filter, to reduce the debris in the filter and 

potentially reducing the length of 

backwashing, and saving energy and money for com-

mercial facilities. 

623.3
Multicycle
Commercial

A

542.5

B

542.5

C

498.9

D

400

E

543.6

F

498.9

G

780.7

H

1353.4

I

Dimensions in mm

Commercial Multicyclone / Cartridge Filters

Model Max Area
(m2)

Specifications

CC50

CC75

CC100

4.6

6.9

9.3

Working
Flow

(m3/hr)

11.4

16.5

22.8

Working
Pressure

(kPa)

350

350

350

Pool Size
(m3)

60

90

120

Overall
Weight
(kg)

10.1

13.6

13.9

Height

(mm)

720

970

970

Trimline Filter
Constructed from high impact polypropylene and designed for
easy maintenance, Trimline cartridge filters will give years of
trouble free service.

The filter body is constructed from a single mould, eliminating
any possible leaks that can be associated with fabricated
tanks supplied by other manufacturers. The filtration element
is made from heavy duty, easy-to-clean polyester fabric.

The rugged non-corrosive construction of Cartridge filters
allow their use in fresh or salt water.

The Trimline cartridge filter’s lid lock ring is made from glass
filled PP and is designed for easy hand operation, allowing for
simple cartridge removal and replacement.

The dual hand grip lid includes an air relief valve.

The filter cartridge is easily cleaned by hosing the pleats with
a standard garden hose.

All filters are supplied with both 1.5” and 50mm quick
connect unions and pressure gauge.

10 Year Warranty (5 + 5) tank warranty and 1 year warranty
on all other components for domestic installations.
(Commercial applications attract a 1 year tank warranty).

Water Saving
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XL70 Commercial Multicyclone 70XL

Description Price Euros  € Code

Commercial Multicyclone

CC50

CC75

CC100

Trimline filter 50ft2 (pools up to 60m3)

Trimline filter 75ft2 (pools up to 90m3)

Trimline filter 100ft2 (pools up to 120m3)

Description Price Euros  € Code

Trimline Cartridge Filter

Water Saving

A
B

H

I
C

D

F E
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Filter Media

Certikin  Glass Filter Media is the environmentally friendly filter media and
a viable alternative to sand; made from glass recycled in the UK, it doesn’t
involve intrusive mining and the use of scarce resources. 
Key Benefits:
• It is more efficient. It can remove up to 30% more material and pollutants 

than sand, so saving on backwashing and the resultant water, energy and 
chemical treatment costs

• It requires less material. It’s less dense than sand, requiring 15% less 
media to fill the equivalent filter 

• It doesn’t degrade. It therefore has a longer life span

• It is suitable for both commercial and residential filters with laterals or 
nozzle plates.

• It is available in three grades of media Grade 1, Grade 2 and Grade 3. 
All grades are milled down to remove sharp points and are packed in 
25kg bags.

• Grade 1 is equivalent to 16/30 grade sand
• Grade 2 is equivalent to 8/16 grade sand
• Grade 3 is equivalent to 6mm gravel

Grade 1 - equivalent to 16/30 grade sand Grade 2 - equivalent to 8/16 grade sand Grade 3 - equivalent to 6mm gravel

Zeoclere - filter medium that gives years of service along
with water clarity 60% better than sand. Ideal for
Leisure centres, school, hydrotherapy, hotel pools and
spas. Removes ammonia, heavy metals from pool water.
- Has achieved NSF61 -NSF50 - NSF50ii certification.

Grade 1 Glass Media FMEG1/25

Certikin Glass Media - 25kg Bag
Grade 2 Glass MediaFMEG2/25

Certikin Glass Media - 25kg Bag
Grade 3 Glass MediaFMEG3/25

Certikin Glass Media - 25kg Bag

Zeoclere 30 filter media -
per 20kg

ZC30

Filter Media
Sand - per 25kg - 0.7mm
nominal

FM1630/25

Filter Media
Pea gravel - per 25kg -
3mm nominal

FM6816/25

Filter Media

Glass Bead Filter Media
Grade 1 Glass beads have a small effective size of only 0.6mm to 0.8mm. Its narrow particle size range allows in-depth filtration and extends
operating cycles between backwashing. They have been laboratory tested to be able to effectively filter down to below 3 microns and are spheri-
cal and do not have any sharp edges. They are safe to handle and safe to service and are manufactured from 100% virgin glass and chemically
inert. 

The spherical smooth shape, results in a low co efficient of friction, reducing its backwash water requirements and backwash with up to 20%
less water than sand, saving time and water. Glass beads are easy to install and enable a rapid start up of the media filter. Its high purity means
very little backwashing is required to cleanse the filter media, prior to commissioning the filter. SAVE TIME, WATER AND ENERGY.

Glass bead media - per
25kg bags 

FMGB1/25

Glass Bead Media

Maximum of 40 x 25kg bags of Filter Media can be loaded onto each pallet for delivery.

Made from
recycled glass

in the UK

Made from
recycled glass

in the UK

Made from
recycled glass

in the UK
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Environmentally
Friendly

✔
Water Saving


